
Duo LED 
Clip-on Light
The Duo Clip-on Light is a professional, 
plug-and-play mains lamp, trusted by 
musicians worldwide. Its neutral white 
4000K LED's provide bright, even 
illumination with excellent clarity on 
the score, while precision cut-off 
ensures the light falls only where it’s 
needed.



Product Features
Duo Clip-on Light

The light is fitted with a powerful spring clip to accommodate almost any 
make of stand. The clip is designed to sit flush on the music stand tray, 
ensuring it does not interfere with the scores. The flexible gooseneck allows 
the musician to easily position the light to their requirement.

State-of-the-art mains voltage LEDs provide bright, even illumination across 
the score at 4000K (neutral white). Precision light guides deliver excellent 
cut-off, ensuring minimal light spillage. The light can be dimmed by a mains 
dimmer.

The light can be powered from a single 230v/110v source using the IEC 
daisy-chain system. You can link up to 15 lights in one chain. Duo IDS Model 
required.

The slim housing ensures the lamp does not obstruct the musician’s view of 
the conductor.
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Detailed Specification
The Performer 3 Stand

Detailed Specification
Duo Clip-on Light
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Detailed Specification
The Performer 3 Stand

Detailed Specification
Duo Clip-on Light - IDS
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Duo IDS Model



Specifier’s description
Professional mains-powered music stand light with powerful spring clip. Slim low-profile housing containing state-of-the-
art LEDs providing bright, even 4000K (neutral white) illumination. Precision light guides ensure excellent cut-off and 
minimal light spillage. Flexible gooseneck allows adjustment to the ideal lighting position; also available as a version 
designed specifically for the RATstands Opera Stand. Mains dimmable, with IDS version allowing multiple lights to be 
daisy-chained and dimmed together for larger ensembles.

Detailed Specification 
Duo Clip-on Light
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Construction
Structural parts Steel

Lamp housing Aluminium

Cable type
Mains: Mains cable with inline switch, PVC outer sheath 

IDS: Coiled cable with PU outer sheath and Mains to IEC with PVC   
outer sheath

 Electrical connector type Mains: mains plug     IDS: IEC to IEC / IEC to mains

Dimensions
Profile of lamp as seen by user: thickness  16mm [0.6in]

Profile of lamp as seen by user: width  330mm [13in]

Rotation of lamp housing  As permitted by the gooseneck

 Cable length (from clip, fully stretched)  Mains: 3m [9.8ft]      IDS: 2m [6.6ft]

Weight  Mains: 0.7kg [1.5lbs]      IDS: 1kg [2.2lbs]
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Optical characteristics
Colour temperature  4000K

CRI  80

 Maximum light intensity at a surface 300mm from the light  1500 lux

 Luminous flux from LEDs  580lm

Electrical characteristics
Class II insulation (double insulated)  YES

 Operating voltage  110-250V

 Electrical power consumption  10.1W

 Circuit luminous efficacy  57 lm/W

General
 Warranty  2 years

 Part number  Mains: 73Q02     IDS: 73Q02IDS

 Applicable standards  EN55015, EN55035, EN60529, EN60598, EN61000

 IP rating  IP50

 Markings  CE


