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Apollo Dimmer and Dimmable PSU
Operating Instructions

Apollo Dimmer
Product code: 74Q381

Apollo Dimmable PSU
Product code: 74Q38



Apollo Dimmer and Dimmable PSU
Operating Instructions

09
Au
gu
st
20
24

www.ratstands.com 2

The Apollo Dimmer requires a 24V DC supply.
The Apollo Dimmable PSU requires a 90 - 250V AC mains supply.

1. INPUT VOLTAGE

2. CONTROLS

Dimmer Controls
The red indicator light will flash if there is power to the transmitter, and will illuminate steadily if the
rotary switches are set to an address (001 - 505) that is receiving a DMX signal.

All lights attached to a given Dimmer or PSU are controlled equally according to the zone each light is
connected to.
Any number of RATstands Dimmers and PSUs can be given different DMX addresses, so as to create
groups of stands which can be controlled independently of each other.

To power a light, connect the light or budchain of lights to one of the 3 zonal outputs on the back of the
PSU. Each of the 3 output sockets represents a different zone.

The budchain connected to each zone is limited to not more than 8 LEDlights.
The maximum number of LEDlights which may be powered by each unit is 24. (Double lights count as 2
LEDlights)

DMX CHANNEL MAPPING OF APOLLO DIMMER AND DIMMABLE PSU

DMX Channel Controls
1 Brightness zone 1

2 Brightness zone 2

3 Brightness zone 3
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Range Description
001 - 505 The light output is controlled by DMX according to the relative levels of channels 1-3.

506 - 512 It is recommended to not use this range as the behaviour depends upon multiple factors.

600 - 609
This range will output a fixed percentage of the maximum brightness to all of the zones
where:
600 = 0%, 601 = 10%, 602 = 20%,… up to 609 = 90% of max. brightness

Other Light output will be set at 100% brightness.

If the DMX signal is lost then the light output will remain at the same level as when the signal was lost,
either until the signal is regained or until the rotary switches are changed outside of the DMX range

If no DMX signal is received when the unit is powered on then the DMX range (001 - 505) will also
output 100% brightness.

3. ROTARY SWITCHES
The table below shows the functionality of the rotary switches of the Apollo Dimmer & the Apollo
Dimmable PSU.

Apollo Dimmer Apollo Dimmable PSU

DMX InputDMX Output

Mains Output Mains Input24V DC Input

Power and
DMX IndicatorRotary Switches for

Setting DMX Address

Output Sockets for Apollo lights
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