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To turn on the display
Press any button. The display will turn on, 
showing the currently set positions of the chair:

Back angle

Seat height

Seat angle

Roll angle

The first press of any button will turn on the 
display without changing the displayed values.

To adjust the chair
The buttons are arranged in the same order as 
the parameters shown on the display. Whenev-
er the display is turned on, pressing any button 
will increment or decrement the target position 
for that button. The chair will immediately start 
to move towards the new target. 
You can press any button repeatedly until the 
display shows the desired target value. The 
chair will continue to adjust itself until the target 
is reached. Once you know the settings which 
suit you best, you can adjust the display to 
the desired values and then leave the chair to 
adjust itself.
The incremental stepwise adjustment facilitates 
adjusting the chair whilst sitting on it, because 
each click changes the target by a set amount.

Limits of adjustment
The limits of adjustment of each parameter, 
when all other angles are set to zero, are as 
follows:
Roll angle ±4° 
Seat angle ±7° 
Seat height 45 - 58cm
Back angle ±5°
As you adjust the display, it will stop changing 
once it reaches the limit of the chair’s adjust-
ment range and will instead flash red. If the 

chair cannot reach its normal limits of travel be-
cause, for example, the back angle has been 
set to a large value, then the back angle will 
flash red. So if, for example, you set the back 
angle to zero and click [seat down] repeatedly, 
the seat height display will decrease to 45 and 
then flash red, because 45 is the minimum 
seat height built into the program. If, on the 
other hand, you first enter a back angle of +5 
and then click [seat down] repeatedly, the seat 
height display will decrease to 46 and the back 
angle will flash red, because the back angle is 
preventing the seat from reaching what would 
normally be its lowest position.

To compensate for an uneven floor
The front right leg can have a temporary offset 
applied to it to compensate for an uneven floor. 
Press and hold [Left reset] and repeatedly 
click [Roll angle] until the chair sits evenly on 
the floor. The display shows the offset in mm. 
This temporary offset will be held in the chair’s 
memory, irrespective of any other adjustments 
to the chair’s settings, until cleared by perform-
ing a reset as described below. So once a chair 
has been adjusted for a given uneven floor, 
normal adjustments can continue to be made 
until it is moved to another area of floor.

Quick reset
The default adjustment for the chair is height 
48cm, and all angles 0°. Pressing Left and 
Right reset buttons simultaneously and swiftly 
releasing them will return the chair to this 
position, and remove any temporary leg offset. 
The two reset buttons are positioned so as to 
enable this to be done as the chair is lifted (for 
example to be stacked).

Full reset
Leg positions are stored in memory. If one or 
more legs gets out of synch with the positions 
of the others then the software needs to recali-
brate the memorised positions by performing 
a full reset. This is initiated by holding both 
reset buttons pressed for 5 seconds, and then 
releasing them. The legs will contract to their 
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shortest position, and then extend to the same 
default position as described in the quick reset 
above.
A full reset should always be performed after 
any maintenance operation.

Battery
Press and release the left reset button to 
display the remaining charge in the battery. To 
charge the battery, pull it out horizontally and 
plug in a charger. It will take 2 to 3 hours to 
recharge.

Overload
The chair can be adjusted whilst sitting on it. If 
it cannot lift your weight, it will stop and briefly 
display “reduce load”:

The display will then revert to normal but with 
asterisks in place of the target figures:

If this happens, reduce the load and press any 

button once to enable it to move to the previ-
ously set target position. Note that each leg is 
normally expected to lift a quarter of the user’s 
weight, so it is more likely to be overloaded by 
sitting in a position which places a dispropor-
tionate weight on just one leg.

Safety
Keep fingers clear of all areas under the seat:


